Technical data sheet
REF. 11.4120100-M

11.4120100-L

HALF MASK

MOLDEX SERIE 7000-W.FILTER

Gas filters % Particulate filters Pre-assembled filters

CHARACTERISTICS

- Particulate filters can either be directly combined with the Easylock® gos
cartridges o directly connected with the mosk bady.

- Easy hondling os no odapters or particulate filter holders ore necessary
with the Moldex Easylock™-System.

- The vnigue Maldex Pleated Filter Technology reduces breathing resistance
ond considerably increnses the copacity of the particulate filters.

- The pre-mssembled filter combinotions offer the simplicity of combined
filters and are more economical of the some time due fo exchongeable
pre-filters.

- Simpler logistics, om overoge 30% less parts are required with the
Eosylock™-System.

- 100% PVCFREE: All Moldex products and packaging are 100% PY(-free

CERTIFICATION

The EosyLock™ filters meet the requirements of EN 14387-2004+ A1:2008 and
EN 143:2000 + A1:2004 ond are CE-morked in accordance with the require-
ments of Eurapeon Directive 89,/686 EEC. The Institut fir Arbeitsschutz IFA in
St Augustin (0121) in Germany is the bady responsible for bath type exoming-
tion {orficle 10} and monitoring of products (arficle 118). The products are
manufoctured in an 150 9001 certified plont.
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MATERIAL

Particulate filter: Polypropylene

Particulate filter 9022, 9032: Polypropylene, octivoted carbon
Particulate filter holder: Polypropylene

Gos filter: Activated corhon

Gas filter cartridge: Polystyrene

WEIGHT (APIECE)

9100: 66y  9600: 112g  9030: 30g 9730: 127 ¢
9200: B7g 9800:130g 9032 g
9300: 67g 9010: 18g 9120: 8dg
9400: 92g 9020: 18y  9230: 117y
9500: 1099  9022: Mg  9430: 111

IMPORTANT INFORMATION FOR USERS

- The mask ond the filters must he selecied in occordonce with the
pollutant concentrotion. (see tobles 1,2 ond 3)

+ In the cose of goses with insufficient worning properties, filters may only
be used if special wsoge policies are specified for this purpose.

- If the conditions are uncertain or chongeable, o self-contoined brenthing
opparatus must be worn.

+ The product does not contain any metallic parts that could couse ignition
in potentially explosive atmaspheres.
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