
Strong HDPE masking film

Electrostatic charged for good adhesion tot the vehicle and fast and easy application

Professional pretaped paint masking film for
automotive industry

Corona treatment, for perfect adherence of the paint to the film

High temperature Resistance up to 120°C. (30 min.)  100°C. (60 min.)

Solvent resistent

Compatible with both water and solvent based paints  

Easy ad clean removal

Up to 80 % less waste volume than masking paper

KEM COVER

Good mechanical strength

Leaves no residue

Paint will not bleed tru 

Fast and easy to apply, saves up to 40% in masking time. 

Available in 6 different widths: 35,60,120,180,260 cm, on 22.5-metre rolls



KEM COVER

Professional pre-taped paint masking film for automotive industry

KEM COVER

TECHNICAL DATA

FILM:
• Density :0.957 g/cm³
• Thickness: 8 µ
• Temperature Stability: 100 °C / 60 minutes
• Corona treatment: Dyn 38

TAPE:
• Base: saturated crepe paper 
• Adhesive: solvent based, natural rubber
• Thickness: 125 µ
• Adhesion to steel: 4.8 N /25mm
• Tensile strength: 87.5 N/25mm
• Elongation: 8%
• Temperature resistance: 100 °C / 60 minutes – 120°C / 30 minutes

DIMENSIONS AND PACKAGING

Widht/cm Lengt/meters Art. N°
35 22.5 12.1081-035
60 22.5 12.1081-060

Rolls/box
45
40

90 22.5 12.1081-090
120 22.5 12.1081-120

30
20

180 22.5 12.1081-180
260 22.5 12.1081-260

20
20

STORAGE

6 months at 20°C – 60% RH 


